
Appln. No. 10/622,545 
Response Dated 12/17/2003 
Reply to Office Action of 11/26/2003 
Replacement Sheet 



Monitor 



Rotary- 
Controller 



17 



CPU 



I 



15 



14 



Lens Set 



X-axis Movement 
Controller 
Y-axi s Movement 
Controller 



12, 13 




FIG. 1 



Appln. No, 10/622,545 
Response Dated 12/17/2003 
Reply to Office Action of 11/26/2003 
Replacement Sheet 




FIG. 2 



Appln. No. 10/622,545 
Response Dated 12/17/2003 
Reply to Office Action of 11/26/2003 
Replacement Sheet 



Forming a Contrast Image 

i 

Selecting a Suitable 
Standard Line 

I 

Adjusting the Worktable 

Flushing the Standard Line With 
the Profile of the Contrast Image 

I 

Outputting the Coordinate Values 
of the X-axis and the Y-axis 

E 

Contrasting the Coordinate Values 
of the X-axis and the Y-axis 

l 

Outputting the Measure Value 



FIG. 3 



Appln. No. 10/622,545 
Response Dated 12/17/2003 
Reply to Office Action of 11/26/2003 
Replacement Sheet 



Forming a Contrast Image 

J 

Selecting a Suitable Standard Line 
Adjusting the Selected Standard Line 

i 

Flushing the Standard Line With the 
Profile of the Contrast Image 

T 

Output ting the Rotary Value of the 
Selected Standard Line 

r 

Contrasting the Rotary Values of the 
Selected Standard Line 

T 

Outputting the Measure Value 



FIG. 4 




FIG. 5 

PRIOR ART 



Appln. No. 10/622,545 
Response Dated 12/17/2003 
Reply to Office Action of 11/26/2003 
Replacement Sheet 



0. 3mm 



88 



£1 



-4-- 



FIG. 6 

PRIOR ART 



